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Insight™ features wizards to guide the

user step-by-step

Easy Oven Setup (EOS)

foruse with Insight™ software for Reflow Tracker®

EOSistheeasy-to-use,automatedrecipecalculationsoftware
forreflowovens.lteliminatestheneedtoconductrepeatedtrial
anderrorexperiments.TheEOSsoftwarewillprocessthousands
ofoventemperatureandspeedsettingcombinationsinseconds
tofindtherecipebestsuitedtoyourproductandprocesslimits.
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USE EASY OVEN SETUP TO:

* Speed up oven setting selection — saving time and money at new
product introduction
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- » Optimize oven settings — selecting the most robust profile minimizes
et reject rate and rework costs

* Optimize line speed — matching demand and capacity to make the
best use of production resources
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HOW DOES EASY OVEN SETUP WORK?

EOS uses a newly developed search engine to calculate the effect of thousands of
possible oven settings before recommending the 10 best options to the user.
The profile calculated for each of the recommended recipes can be viewed
graphically and analyzed numerically, ensuring the profile is exactly as required
prior to programming the new settings into the oven and beginning production.

Just three simple steps are needed to achieve optimum oven setup:
. Profile the product through the oven

2. Select or enter the new thermal profile process limits
3.*Click’ and EOS will indicate the optimum settings

Simply program the oven with new settings and start the production process.

GET IT RIGHT THE FIRST TIME...

Time is money! With Easy Oven Setup, you can cut setup
time in half and maximize production for even greater
profits!



EASY OVEN SETUP

Easy Oven Setup enables users to rapidly find the optimum settings for their
productandprocesslimitswithouthavingtodorepeatedtrialanderrorprofiles.
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Profile your product in the reflow oven,
enabling EOS software to calculate
thermal characteristics of the product.

Thermal profile is showing red alarm —
optimization required.
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Displays up to 10 possible recipe settings with
full graphical and numerical analysis.
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Easy Oven Setup is designed for use with Insight™ software for Reflow Tracker®.
It is compatible with the full range of Datapaq® Q18 loggers.
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