
Customer 	 SIC code 
Wire producers 	 3357

Customer Needs 
Extrusion coating of copper telecommunications 
wire requires that the wire be preheated. Proper wire 
temperature insures reliable and consistent bonding of 
the plastic insulation to the wire. Proper temperature also 
insures proper thickness of the insulation.

The Ircon Modline 5, 56 series with close focus lens can 
see targets as small as 0.42 mm (0.016") in diameter and 
temperatures as low as 50ºC (122ºF).

This instrument provides the sensor necessary to promote 
closed loop control of the wire preheater.

Features/Benefits to address
Product

• �The Modline 5, 56 series provides a linear 4-20 mA 
analog output and a RS 485 digital output. Wire speed 
does not affect the temperature measurement.

Application

• Better temperature control.

• Better control of coating usage.

Who to talk to?
1. Quality Control

2. Anyone involved with the coating process.

What to take?
1. Modline 5, 56 series demos with close focus lens

Application

A wire coating machine

Names of customer 
Wire manufacturers have different specialties  
(i.e. – Ferrous, non-ferrous, Aluminum, Copper).  
In the case of telecommunications wire we are interested 
in copper wire manufacturers and companies that built 
machines to do wire coating. A good place to start is 
www.wireworld.com which provides extensive listings  
of different wire producing companies.
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