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1586A Super-DAQ Precision Temperature Scanner
· Excellent temperature measurement accuracy:
· PRTs:  ± 0.005 °C (using external DAQ-STAQ Multiplexer)
· Thermocouples:  ± 0.5 °C (using High-Capacity Module and internal CJC) 
· Thermistors: ± 0.002 °C 
· Data acquisition system:  Up to 40 input channels
· Selectable scan speeds:  Maximum of 10 channels per second
· Automated sensor calibration of Fluke Calibration temperature sources such as drywells and micro-baths
The 1586A Super-DAQ is the most accurate and flexible temperature data acquisition system on

the market.  It scans and records temperature, dc voltage, dc current, and resistance for up to 40 input channels and scan speeds as fast as 10 channels per second. The Super-DAQ can be configured for use as a multi-channel data logger in the factory or as a precision reference thermometer for benchtop sensor calibration in the lab.
Ordering Information
	Model
	Description

	Super-DAQ and DAQ-STAQ Multiplexer

	1586A/1DS
	Super-DAQ, 1 DAQ-STAQ Multiplexer

	1586A/1DS/C
	Super-DAQ, 1 DAQ-STAQ Multiplexer, Accredited Calibration

	1586A/2DS
	Super-DAQ, 2 DAQ-STAQ Multiplexers

	1586A/2DS/C
	Super-DAQ, 2 DAQ-STAQ Multiplexers, Accredited Calibration

	Super-DAQ and High-Capacity Module

	1586A/1HC
	Super-DAQ, 1 High-Capacity Module

	1586A/1HC/C
	Super-DAQ, 1 High-Capacity Module, Accredited Calibration

	1586A/2HC
	Super-DAQ, 2 High-Capacity Modules

	1586A/2HC/C
	Super-DAQ, 2 High-Capacity Modules, Accredited Calibration

	Super-DAQ, High-Capacity Internal Module, and DAQ-STAQ Multiplexer

	1586A/DS-HC
	Super-DAQ, 1 High-Capacity Module, 1 DAQ-STAQ Multiplexer

	1586A/DSHC/C
	Super-DAQ, 1 High-Capacity Module, 1 DAQ-STAQ Multiplexer, Accredited Calibration


